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Tieftöner: stets auf Kanal CH3/4

Center:  stets auf Kanal CH7,
  (RCA / Cinch Ausgang)

Subwoofer:  stets auf Kanal CH8,
  (RCA / Cinch Ausgang)

Hochtöner, Mitteltöner, Koaxial, 2-Wege:
Achten Sie bei der Konfiguration des Output auf folgende 
Regel: der 1. Lautsprechertyp der platziert wird, erhält 
automatisch Kanal 1 / CH1! Die Kanalbelegung kann nicht 
im Nachhinein frei belegt werden, daher ist es notwendig, 
der physischen Belegung des Anschluss-Steckers nach, 
auch das Output Layout zu definieren.

BITTE BEACHTEN: 

PLEASE NOTE:
Woofer:  always on channel CH3/4,  

Center:  always on channel CH7,
 RCA / Cinch output.

Subwoofer:  always on channel CH8,
 RCA / Cinch output.

Tweeter, midrange, coaxial, 2-way:
When configuring the output, pay attention to the following 
rule: the 1st speaker type that is placed automatically 
receives channel 1 / CH1! The channel assignment cannot 
be freely assigned afterwards, therefore it is necessary to 
define the output layout according to the physical assign-
ment of the connector.
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Modell MINI 150.4 DSP

Leistung an 4 Ohm 4 x 100 W

Leistung an 2 Ohm 4 x 155 W

Leistung an 4 Ohm bebrückt 2 x 310 W

HiRes WiFi Streaming ja

Ultra Low THD+N THD+N 0.003% @ 5 W RMS

SPDIF Eingang ja

Je Eingang EQ Bänder 21 vollparametrische Bänder

Je Ausgang EQ Bänder 10 vollparametrische Bänder

DSP gesteuerter Ausgang für weitere End-
stufen

Ja/ 1

Laufzeitkorrektur Ja

Für Fahrzeuge mit Start/Stop Betrieb geeignet 
(8,5 V – 15,8 V)

Ja

Automatische Einschaltung /Signalerkennung Ja/ DC und AC/Sig

Pegelfernbedienung Ja/ Kabel

Hi-Lo Eingänge Ja

Maße 183 x 146 x 50 mm

Model MINI 150.4 DSP

Amplifier power at 4 Ohm 5 x 100 W

Amplifier power at 2 Ohm 2 x 180 W

Amplifier power at 4 Ohm bridged 2 x 310 W

HiRes WiFi Streaming yes

Ultra Low THD+N THD+N 0.003% @ 5 W RMS

SPDIF input yes

Each input EQ 21 full parametric EQ band

Each output EQ 10 full parametric EQ band

DSP controlled output for further amplifer Yes/ 1

Delay Yes

Suitable for vehicles with start/stop operation 
(8,5 V – 15,8 V)

Yes

Auto sense on Yes/ DC and AC/sig

Remote level control Yes/ wired

Dimensions 183 x 146 x 50 mm
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